
OPERATING & ELECTRICAL

Input Voltage 120Vac

Dimming Triac dimming

Lamp PAR30

Power max 75W

MECHANICAL & HOUSING

Housing Aluminum sheetmetal

Finish White, black, Silver 

COMPATIBLE MOUNTING

Mounting Juno, Global, Lightolier

WARRANTY

System warranty 1 year

Aeralux Incorporation All Rights Reserved. Any information provided is subject to change without notice. All 

values are typical values when measured under normal laboratory conditions. 

AEH-CLP30
TRACK LIGHTING

Gimbal

The AEH-CLP30 is designed specifically for PAR30 lamps. It
offers a 2-plane gimbal design permits 360° horizontal swivel
and 150° adjustability in the vertical plane. The “Sure-Set”
yoke holds the fixture firmly in place.

Lamp not included (sold separately)

Project:

Qty:

Notes:
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ORDERING GUIDE EXAMPLE: AEH-CLP30J1BK

REV B

AEH- CLP30 J1 BK

FIXTURE FAMILY Mounting type ADAPTER FINISH

AEH-
Aeralux Line voltage 
track light

CLP30
Par30 lamp holder

J1
Juno mounting system

BK
Black paint finish

H1
Halo mounting system

G1
Global mounting system

WH 
White paint finish

L1
Lightolier mounting system



PRODUCT DIMENSIONS
All Dimensions are in millimeters (mm)

AEH-CLP30

TRACK LIGHTING

Gimbal
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