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7-1/4"
 (185 mm)

MAX. 118"
 (3000 mm)

7-1/4"
 (185 mm)

MAX. 118"
 (3000 mm)

Ø 2-15/16"
 (75 mm)

Ø 2-15/16"
 (75 mm)

Ø 5-1/4"
 (133 mm)

Ø 3"
 (76 mm)

(Regressed Spin) (Spin)

SPIN-B-30 (Illustrated) SPIN-W-30 (Illustrated)

The Spin has a geometric design, fine lines and a design in one decorative piece of aluminum injected. With matte black and matte white finishes and a
powerful light, Spin can be configured individually or in groups and becomes a perfect complement lighting.

SPECIFICATIONS
COLOR 
TEMPERATURE

3,000K

CRI 90 +

LED MODULE CREE

VOLTAGE 120V Line voltage

PERFORMANCE
9W - 580 lumens 
ies file available on www.contrastlighting.com

LIFESPAN 50,000 hours

CANOPY Painted aluminum: Matte White (W) or Matte Black (B)

LAMPSHADE 
MATERIAL

Painted aluminum: Matte White (W) or Matte Black (B)

LENS
PMMA (Polymethyl Methacrylate)
Beam 40˚

Only available in the Americas.
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SPECIFICATIONS  (CONT’D)

CABLE Coaxial cables offered in 118" (3 000 mm) standard size.

CEILING CUTOUT ø 2-5/8" (66 mm) for regressed version

MOUNTING This canopy adapts to 4" (102 mm) junction box.

DIMMING 
We invite you to consult frequently our Web site to find our  
suggested compatible dimmers (ELV) list: www.contrastlighting.com

CERTIFICATION cULus E357146 Certification for damp locations

WARRANTY 2 years

  

 

  

12" (305 mm) Cable Length

1-7/8"
(48 mm)

3-9/16"
(91 mm)

4-3/16"
(106 mm)

7-3/8"
(187 mm)

JUNCTION BOX (INCLUDED)
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SPIN CODIFICATION EXAMPLE
S P I N - W - 3 0

LAMPSHADE

LAMPSHADE 
COLOR

ORDERING CODE for Spin

LAMPSHADE
LAMPSHADE/CANOPY  

COLOR
COLOR  

TEMPERATURE

SPIN - - 30

SPIN W
B

Matte White
Matte Black

30 3,000K

COLOR TEMPERATURE

RECESSED SPIN CODIFICATION EXAMPLE
S P I N R - W - 3 0

LAMPSHADE

LAMPSHADE/CANOPY 
COLOR

ORDERING CODE for Regressed Spin

LAMPSHADE
LAMPSHADE/CANOPY  

COLOR
COLOR  

TEMPERATURE

SPINR - - 30

SPINR W
B

Matte White
Matte Black

30 3,000K

COLOR TEMPERATURE

ACCESSORIES CODIFICATION EXAMPLE
H O O K - W

HOOK

COLOR HOOK

ORDERING CODE for accessories

HOOK HOOK COLOR

HOOK -

HOOK       Hook W
B

Matte White
Matte Black
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