
Assembly Instruction Sheet #IS-1026P23-6 
For Style 1026P23-6 

Tools RlqulNd: Flalhem ICl'IIWdllver, Phlllpe acnwdl'MII', pllenl, wire cutlllra, wire lllllppels, eleclrlcal tape, llll'llty glwN. 
Light Source: (8) E12 Candelabra Base Bulbs 80W Maximum(Not Include). 
Eallmalld A111mbly Time: 3CMO mlnullaa 

Prepmlllon: ldanlll'y and lnapac:t all par1B bllora baglnrq llnllalllllan. Check package cantant llll and cllllgl8ma below ID be 111n al par1B are 
preeent. If any par1B are mllllng or damaged, do not llllllrq,t 10 a111nlble, lrllllall, or operal8 lie tbclln. Contact culllDrW ISvlce for replacement 
pn. 

A Warnings and Cautions 
Tum off electrlclly at clR:Ult tnaker or main fuse box before Installation. Consult a llcensecl electrlclan If In doubt. 
These Instructions are provided for your safety. It Is very Important you read them completaly before lnstalllng the fixture. 
We strongly racommend that a llcensecl, professlonal electrlclan perfonn the lnstallatlon. 
Disconnect fixture from power source before replacing bulbs. Make sure bulbs are given sufficient time to cool before removal. 
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STEP 1 - Install Rods to Fixture Body 
A Thread the power cord to the Middle Rods 

fix the Middle Rods with 
the fxllure body 
then the same 

to connect the 
other pieces of Rods, 
finally fix the Canopy 
with the Rods. 
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STEP 2 -Allach Mounting Scnwa, Lock Wuhera 
and Hex Nuts to Mounting bracket. 

A. Una up a 881: dholea on the � EE Mounting brackal(EE) and Hol• � 
I I on lie celling canopy. 

�-t,___l,__� Thread Mounting Scrwa (DD) DD 
Into the holes on lie 
Mounting brackal(EE). Pala Lock�_+,___+,__� 
W81hera and llread Hex 

�

l,,) ��i�--Nuts onto lie Mounting 
,,..,..,.- � Scr9Wa (DD) 

Hand tighten untll Slug. 

I Figure 11 

STEP 3 - Attach Mounting bracket to Outlet Box 
A.Pass the supply wires through the Mounting bracket (EE). 

Atlach the Mounting bracket (EE) to the Outlet Box 
with the head of the Green Ground Screw facing you. 
Secure It with Outlet Box 
Scr8w8 (CC). 
Tighten until snug. 
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IFIgure21 

ReleasedDate:2018-04-09 


