
Assembly Instruction Sheet #IS-9973P13-6 

For Style 9973P13-6 

Toole RaqulNd: Flalhaad acnwdrlvw, Phllpa acnwdrlvw, pllln, wl18 culllls, wl18 llrlppara, llldrlcal llpe, lllllyglalla. 
Light SourN: (8) G9 40W Maxlnun(Not Include). 
EellmldildANembly'llme: 3IMO ml!UN 

Piwparallan: klenllfy and ll'IIIJ8CI al parll bafont beginning lllllallallon. Check package canlanl llll and dlllglWl'II balowlD be IUl8 al parta ara 
..-ii, If any parll ara mllllng orclamagad, do notallampt ID awnble, 111111111, oropanda lhe tlxlu18. CClnllctlllllDnw'avlcatrlllplammant 
parla. 

A,Wamlngs and cautions 
Tum off eleclrlclty at circuit bl'88ker or main fuse box before Installation. Consult a licensed eleclrlclan I In doubt 
These lnstrucllons are provided for your safety. It Is very Important you read them completely before Installing the fbdure. 
We slrongly recommend that a licensed, professional electrician perfonn the installation. 

Disconnect fbdure from power source before replacing bulbs. Make sure bulbs are given sufficient time to cool before removal. 

Package Contents� 
� 

STEP 2 -Attach Mounang 8cnMs, LockW...... 

� � cm Mldd• Rod � :::: :::=:
a

:: bnck& � D1 4"2pcs � Rectangul•glass x4 Mounting brackat (EE)and Holae ��il)---EE 
D2 6"1pcs IA] Fixture Body x1 -�- on the cellng canopy. 
D3 12"5pcs □ ThrNd Mounting ScnMII (DD) 

0 fG1 Into the holee on the 
'r � Nlbble x16 @ � Flnlal x 1 • Mountl brackat (EE� Pa81 Lock 

@ [HJ Plastic washier x 1 W•� and thl'Nd Hax 
lm. [E] Bottom Decorative Part x1 � Square glass x1 Nuts onto the Mounting 

SCl'8WII (DD) . 
Hardware Contents 

Hand tighten untll anug. 
PART DESCRIPTION QUANTITY 
AA Decorallve car- 2pca 
BB ElactrlcalMarreta 2pca 
cc Outlet Bax Saaw 2pca 

DD MoWlllng Saaw 2pca 

EE MoWlllng brackllt 1pca I FlgUl91 I 

�eiling 

T-

AA BB cc 

ea 8 I 
DD 

I 
EE - STEP 3 - Attach Mounting bracket to Outlet Box 

APa88 the supply wires through the Mounting bracket (EE). 

STEP 1 - Install Rods to Fixture Body 
A. Thread the power cord to the Middle Rods , 1lx the Mldd• 

Rods with the fxlture body 
then the same Celling 

to connect the ___,,,,______,.,... canopy 
other pieces of Rods, 1t-----Rod 
finally fix the canopy 
with the Rods. 

A(F'Ddure Body) 

1 of2 

Attach the Mounting bracket (EE) to the Outlet Bax 
with the head of the Green Ground Scnw facing you. 
Secure I with Outlet Bax 
Screws (CC). 
Tighten until snug. 

��"--�-Outlet Box 

\---EE 

Supply Wires with 
Outlet Box Screws Ground Wire 

1Flgure21 
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