
90v-277 AC INPUT/ 12v AC OUTPUT
HW-12-20MVLED MULTI-FIXTURE LED DRIVER

JOB INFORMATION

Type: Date:

Job Name:

Cat. No.:

Lamp(s):

Specifier:

Contractor:

Notes:

FOCUS INDUSTRIES INC. www.focusindustries.com
25301 COMMERCENTRE DRIVE sales@focusindustries.com
LAKE FOREST, CA 92630 (949) 830-1350 • FAX (949) 830-3390

HW-12-20MVLED

Output Power:  20w (no minimum load)

Input Voltage:  90v-277v AC

Output Voltage:  12v DC / 0-1.6A 

Dimmable:  No

Potted:  No

Case:  Fully isolated plastic

Dimensions:  6" (w) x 1.5" (h) x .1.1" (d)

Input wire size:  18 AWG, 6" length

Output wire size:  18 AWG, 6" length

Input wires color:  Brown (L) Blue (N)

Output wires color:  Red (+) Black (-)

Outdoor Installation:  Must be installed inside NEMA Type 6 outdoor electrical enclosure. 

Maximum distance to LED: 20 feet

Warranty:  3 years (12 hours per day max)

ORDERING INFORMATION
CATALOG NO. DESCRIPTION 

HW-12-20MVLED 90v-277v  AC Input, 12v DC output LED Driver

®

TYPE

HW-12-20MV LED Cut Sheet 042417

IP64

1x HW-12-20MVLED driver powers any one of these 4w panel configurations

1x HW-12-20MVLED driver powers any one of these 5w panel configurations

1x HW-12-20MVLED driver powers two 8w panels or 1x 12w panel
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ARE UL 8750
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