
� 4” 9W  810lm 20º Tilt
� Type IC rated (direct contact with insulation)
�• Energy Star, cETLus listed
� Triac Dimmable
� 50,000 hour life 
� 9W replaces 80W halogen 
� Acrylic PMMA light guide
� Air-tight aluminum housing 
� Suitable for damp locations
� Quick & easy installation
� No flicker, mercury free, instant on
� 5-year warranty
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ILXSP-9X-ETL(3000K/H)
ILXSP-9X-ETL(4000K/H)
ILXSP-9X-ETL(5000K/H)

Non-Energy Star

WATTS LUMENS CCT(K)VOLT IP PFCRI

The first slim gimbal with 
air-tight housing!

� White Finish
� Operating Temperature 

-10°C ~+40°C

APPLICATIONFEATURES

ADDITIONAL INFO

� Offices 
� Retail
� Museum
� Hospitality
� Commercial
� Lighting showroom

� Recessed
� Insulated/drop ceilings
� Fits under studs and

in narrow plenums

DimmableHigh CRI

PRO SERIES
4” Slim Gimbal Downlight

Recessed LED Light Fixture

Product information

INSTALLATION

810LM

L (Black)

N (White)

G (Green)

Cable to
Fixture

Power
Supply

5.5Wx1.12H INCH

Cut Hole 4.25”

1.35Hx2.75Lx3.94W INCH
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