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Watts Bulb Base Item# Description ANSI Case 
Qty. Finish Operating 

Position
MOL 
(in)

LCL 
(in)

Initial 
Lumens 
(Im)

Mean 
Lumens 
(Im)

Avg. 
Life 
(Hrs)

Color 
Temp 
(K)

CRI UPC

125 ED28 EX39 1643 MP125/ED28/PS/V/4K M150/O - 12 Clear VER ±15° 8.31 5.00 11400 8000 15000 4200 65 844366016431

175 ED28 EX39 1606 MP175/ED28/C/PS/BU/3K M152/O - 12 Coated BU ±15° 8.31 5.00 16000 12000 15000 3200 70 844366016066

175 ED28 EX39 1607 MP175/ED28/PS/BU/4K M152/O - 12 Clear BU ±15° 8.31 5.00 17000 12500 15000 4200 65 844366016073

175 ED28 EX39 1608 MP175/ED28/C/PS/BU/4K M152/O - 12 Coated BU ±15° 8.31 5.00 16000 12000 15000 3800 70 844366016080

200 ED28 EX39 1609 MP200/ED28/C/PS/BU/3K M136/O - 12 Coated BU ±15° 8.31 5.00 19000 15200 15000 3200 70 844366016097

200 ED28 EX39 1610 MP200/ED28/PS/BU/4K M136/O - 12 Clear BU ±15° 8.31 5.00 20000 16000 15000 4200 65 844366016103

200 ED28 EX39 1611 MP200/ED28/C/PS/BU/4K M136/O - 12 Coated BU ±15° 8.31 5.00 19000 15200 15000 3800 70 844366016110

200 ED28 EX39 1556 MP200/ED28/C/PS/V/3K M136/O - 12 Coated VER ±15° 8.31 5.00 19000 15200 15000 3200 70 844366015564

200 ED28 EX39 1554 MP200/ED28/PS/V/4K M136/O - 12 Clear VER ±15° 8.31 5.00 20000 16000 15000 4200 65 844366015540

200 ED28 EX39 1555 MP200/ED28/C/PS/V/4K M136/O - 12 Coated VER ±15° 8.31 5.00 19000 15200 15000 3800 70 844366015557

250 ED28 EX39 1557 MP250/ED28/PS/BU/4K M153/O M138/O 12 Clear BU ±15° 8.31 5.00 23500 19000 15000 4200 65 844366015571

250 ED28 EX39 1612 MP250/ED28/C/PS/BU/4K M153/O M138/O 12 Coated BU ±15° 8.31 5.00 22500 17000 15000 3800 70 844366016127

320 ED28 EX39 1613 MP320/ED28/PS/BU/4K M154/O M132/O 12 Clear BU ±15° 8.31 5.00 31000 25000 20000 4200 65 844366016134

320 ED28 EX39 1614 MP320/ED28/C/PS/BU/4K M154/O M132/O 12 Coated BU ±15° 8.31 5.00 29000 23000 20000 3800 70 844366016141

320 ED37 EX39 1617 MP320/ED37/C/PS/BU/3K M154/O M132/O 12 Coated BU ±15° 11.50 7.01 29000 23000 20000 3200 70 844366016172

320 ED37 EX39 1615 MP320/ED37/PS/BU/4K M154/O M132/O 12 Clear BU ±15° 11.50 7.01 31000 25000 20000 4200 65 844366016158

320 ED37 EX39 1616 MP320/ED37/C/PS/BU/4K M154/O M132/O 12 Coated BU ±15° 11.50 7.01 29000 23000 20000 3800 70 844366016165

Protected Pulse Start Metal Halide
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