
#WP2-304-1

mounted lights, with the ability to adjust the angle anywhere from 0° to 90°, 

HEAVY DUTY WALL GASKET
for secure, long-lasting installations

BRONZE FINISH
to complement contemporary decor

EXTERIOR WALLS LOADING AREAS BUILDING PERIMETERS

d e s c r i p t i o n

P O P U L A R  A P P L I C AT I O N S

30W / 120-277V

UL LISTED FOR WET
location use

PERSONNEL DOORS

PHOTOCELL COMPATIBLE

ADJUSTABLE ANGLE
pivoting LED head that locks from 0°-90°

LED WALL PACK

These adjustable angle slimline wall packs in 4000K are a combination of exceptional value, contemporary design, and flexible mounting



p r o d u c t  d i m e n s i o n s  /  p h o t o m e t r i c  s p e c s  /   I L L U M I N A N C E  AT  A  D I S TA N C E

PREMISELED.COM 82-86 CARRIER DRIVE, TORONTO, ON M9W 5R1 416-741-2673 

Lumens 3,092

CCT 4000K

105.6 lm/W

CRI ≥82.7

Beam Angle Adjustable (0° - 90°)

Driver Type Constant Current

Dimmable No

Rated Hours 50,000

L I G H T  S P E C I F I C AT I O N S

H O U R S

Minimum Start -40°C

Ambient Temp 40°C

Dimensions 7 3/8” x 3 5/8”

Weight 1.07 KGS

cETLus UL-1598

DLC Listed P63QDVQV

IESNA LM-79 & LM-80

d i m e n s i o n s  &  w e i g h t

T E M P E R AT U R E

A p p r o va l s  &  l i s t i n g s

t e c h n i c a l  d ata

Wattage 30W

System Watts 29W

Input Voltage 120-277V

Power Factor 0.91

THD 13.2%

Housing Material Die-cast

Lens Material Polycarbonate Lens

UL Wet Location Yes

Chip Brand Philips Lumileds

Chip Type 3030 2D

e l e c t r i c a l

C O N S T R U C T I O ND R I V E R

L E D  C H I P

3.28 ft 1087.80 LUX

9.84 ft 120.87 LUX

13.12 ft 67.99 LUX

16.40 ft 43.51 LUX

6.56 ft 271.95 LUX


