
Energy Saving alternative to incandescent G9 base lamps.

Reasons to choose the LED G9 Accent Lights from TCP
• Instant energy savings over traditional incandescent 

lamps
• 25,000 hour rated life minimizes replacement and 

maintenance costs

• G9 and E12 bases available
• Dimmable

Ideal Applications
• Accent Lighting

• Desk Lamps

• Pendant Lights

• Under Cabinet Lighting

• Bath Fixtures

• Ceiling Fixtures

• Chandeliers

• Outdoor
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*Based on 12 hours 
use per day

RoHS
COMPLIANT

Voltage  ...............................................................120v
Input Line Frequency ........................................50/60HZ
Lamp Life (Rated) ....................................... 25,000 hours
Minimum Starting Temp  ........................................... -4ºF
Maximum Operating Temp .....................................104ºF

CRI ..................................................................... ≥ 90
Beam Angle ......................................................... 300º
Base ..............................................................E12, G9
Warranty .......................................................... 5 Years

Specifications:

LED G9  
Accent Lights
Product Specifications



LED G9 Accent Lights
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ITEM # DESCRIPTION WATTS
INCAND  
EQUIV LUMENS COLOR CRI VOLTAGE

MOL 
(inches)

DIA 
(inches)

WARRANTY 
YEARS

BEAM 
ANGLE FINISH BASE

CASE 
QTY

2W G9 Accent Light – Dimmable •  25,000 Hours
L2G9D2527K LED 2.5W G9 DIM 27K 2.5 15 200 2700K 90 120 1.8 0.69 5 300 CLEAR G9 20

L2G9D2530K LED 2.5W G9 DIM 30K 2.5 15 200 3000K 90 120 1.8 0.69 5 300 CLEAR G9 20

3W G9 Accent Light – Dimmable •  25,000 Hours
L3G9D2527K LED 3W G9 DIM 27K 3 25 240 2700K 90 120 1.8 0.69 5 300 CLEAR G9 20

L3G9D2530K LED 3W G9 DIM 30K 3 25 240 3000K 90 120 1.8 0.69 5 300 CLEAR G9 20

4W G9 Accent Light – Dimmable •  25,000 Hours
L4G9D2527K LED 4W G9 DIM 27K 4 30 360 2700K 90 120 2.3 0.71 5 300 CLEAR G9 20

L4G9D2530K LED 4W G9 DIM 30K 4 30 360 3000K 90 120 2.3 0.71 5 300 CLEAR G9 20

5W G9 Accent Light – Dimmable •  25,000 Hours
L5G9D2527K LED 5W G9 DIM 27K 5 35 400 2700K 90 120 2.3 0.87 5 300 CLEAR G9 20

L5G9D2530K LED 5W G9 DIM 30K 5 35 400 3000K 90 120 2.3 0.87 5 300 CLEAR G9 20

3W E12 Accent Light – Dimmable •  25,000 Hours
L3E12D2527KF LED T4 3W E12 DIM 27K FR 3 25 270 2700K 90 120 1.8 0.69 5 300 FROST E12 20
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